Federal Highway Administration, DOT

(7) HBRRP is Highway Bridge Re-
placement and Rehabilitation Pro-
gram;

(8) ADT'"is ADT plus ADTT.

(c) In order to balance the relative
importance of candidate bridges with
very low (less than one) sufficiency rat-
ings and very low ADT’s against can-
didate bridges with high ADT’s, the
minimum sufficiency rating used will
be 1.0. If the computed sufficiency rat-
ing for a candidate bridge is less than
1.0, use 1.0 in the rating factor formula.

(d) If the wunobligated balance of
HBRRP funds for the State is less than
$10 million, the HBRRP modifier is 1.0.
This will limit the effect of the modi-
fier on those States with small appor-
tionments or those who may be accu-
mulating funds to finance a major
bridge.

[48 FR 52296, Nov. 17, 1983; 48 FR 53407, Nov.
28, 1983, as amended at 67 FR 63542, Oct. 15,
2002]

§650.709 Special considerations.

(a) The selection process for new dis-
cretionary bridge projects will be based
upon the rating factor priority rank-
ing. However, although not specifically
included in the rating factor formula,
special consideration will be given to
bridges that are closed to all traffic or
that have a load restriction of less
than 10 tons. Consideration will also be
given to bridges with other unique sit-
uations, and to bridge candidates in
States that have not previously been
allocated discretionary bridge funds. In
addition, consideration will be given to
candidates that receive additional
funds or contributions from local,
State, county, or private sources, but
not from Federal sources which reduce
the total Federal cost or Federal share
of the project. These funds or contribu-
tions may be used to reduce the total
project cost for use in the rating factor
formula.

(b) The need to administer the pro-
gram from a balanced national perspec-
tive requires that the special cases set
forth in paragraph (a) of this section
and other unique situations be consid-
ered in the discretionary bridge can-
didate evaluation process.

(c) Priority consideration will be
given to the continuation and comple-
tion of projects previously begun with

§650.805

discretionary bridge funds which will
be ready to begin construction in the
fiscal year in which funds are available
for obligation.

[48 FR 52296, Nov. 17, 1983, as amended at 67
FR 63543, Oct. 15, 2002]

Subpart H—Navigational
Clearances for Bridges

SOURCE: 52 FR 28139, July 28, 1987, unless
otherwise noted.

§650.801 Purpose.

The purpose of this regulation is to
establish policy and to set forth coordi-
nation procedures for Federal-aid high-
way bridges which require navigational
clearances.

§650.803 Policy.

It is the policy of FHWA:

(a) To provide clearances which meet
the reasonable needs of navigation and
provide for cost-effective highway op-
erations,

(b) To provide fixed bridges wherever
practicable, and

(c) To consider appropriate pier pro-
tection and vehicular protective and
warning systems on bridges subject to
ship collisions.

§650.805 Bridges
USCG permit.

(a) The FHWA has the responsibility
under 23 U.S.C. 144(h) to determine
that a USCG permit is not required for
bridge construction. This determina-
tion shall be made at an early stage of
project development so that any nec-
essary coordination can be accom-
plished during environmental proc-
essing.

(b) A USCG permit shall not be re-
quired if the FHWA determines that
the proposed construction, reconstruc-
tion, rehabilitation, or replacement of
the federally aided or assisted bridge is
over waters (1) which are not used or
are not susceptible to use in their nat-
ural condition or by reasonable im-
provement as a means to transport
interstate or foreign commerce and (2)
which are (i) not tidal, or (ii) if tidal,
used only by recreational boating, fish-
ing, and other small vessels less than
21 feet in length.

not requiring a
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